
Quick Start-Up procedures for the P10 smoker 
 
Before powering up your smoker, make sure the feeder tube is empty from any bisquettes. Remove all 
the old bisquettes if necessary. Power up your smoker from the ON/OFF switch located at the back of 
the smoker. Page 10 (1) 
 
When the smoker powers up, it automatically conducts a "self-check" and turns the rotary dispenser 
180 degrees one time.  It will also discard the old bisquette from the burner plate at the same time.    
Self-check is designed for clearing the system from the old bisquettes before starting a new smoking 
session. 
 
After the self-check has been completed, you can load the desired amount of bisquettes into the feeder 
tube. 
 
*Note: When the rotary dispenser finishes advancing the bisquette, it comes to a full stop and then it reverses 1°.  
This reverse movement is designed to disengage the bisquette from the leading edge of the rotary dispenser while 
charring on the bisquette burner.   
 
Operating display 
 
BS1019 operating screen is developed as touch sensitive screen. These touch sensitive operating icons 
are not considered as “push buttons”. Pushing the screen with excessive force can cause permanent 
damage. Display may be dim, especially during harsh daylight. If button reacts to touch and beeps that 
indicates that the display is functional. Shade may be applied to see if the button is lit. 
 
Start your smoking session in the following order: 
 

Also see the manual Page 16-17 
 
Step one - Set the smoke time and confirm it with the rotary dial. 
Step two - Set the oven time and confirm it with the rotary dial. 
Step three - Set the oven temperature and confirm it with the 
rotary dial. 

 
 
*Note: Power indicator, Child lock indicator and Cabinet heater indicator are 
visual indicators only and they are not touch buttons. Cabinet heater 
indicator may turn on and off based on the internal temperature target 
range.    

 
 
When the bisquette burner has reached to the optimum operating temperature, only then the rotary 
dispenser will advance the bisquette. It may take up to 20 minutes initially, before very first bisquette 
will advance onto a burner plate. 
 
 

Bisquette advance button is designed to remove the last bisquette at the end of the smoking 
session. Pressing this button will advance the dispenser 2x. 
 

 
Happy Smoking! 


